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PORCELAIN PAVERS

SLIP RESISTANCE I ASTM·C1028·07

SMITH-EMERY LABORATORIES
An/ndependent Commercial Testing LaboratDlY

781 E. Washing/on Boulevard, Los Angeles, California 90021 • (213) 745-5333 • Fax (213) 741-8621

Project 0.:

Laboratory 0.:

CLIENT:

Subject:

Specification:

Source:

43208-1

T-21-030

TILE TECH INC.

RONIE TABIBNIA

4730 E. 26th ST

VER 0 CA 90058

12" x 12" x 3/4" Thick Mocha Plank Porcelain Tiles

ASTM C 1028-07

Submitted to Smith Emery Laboratories by Client on May 24,2021.

May 27, 2021

STATIC COEFFICIENT OF FRICTION (ASTM C 1028)

A block of wood with a 3" x 3" x 1/8" 'ectirm of standfl"j i,q']!ite sale liner attached. was placed on the slllface to be tested: on top of this
assembly. a 50 pound (22kg) weight was placed. Using dynamome/er. the force in pOllnds required /0 cause the tes/ assemb(v to slip parallel 10

the /es/ sUiface was measured. Four measuremenlS were taken on each of three lest slllfaces. each measurement perpendicular to the previous
one. The twelve measurements were averaged to obtain the coefficienl offric/ionfor each test condition.

A. As Received:

Test Tile

Condition No. N E S W

Dry Neolite / 48 49 48 49

2 47 48 47 48

3 48 47 47 47

Wet 'eolite / 43 43 44 43

2 43 44 42 42

3 43 42 42 42

Average

47.75

42.75

Individual

Static

Coefficient

of Friction

I (fc)

(0.93)

(0.83)

S.C.O.F

After

Noelite

Correction

IFactor

0.92

0.74

B After Cleaning with Hillvards Renovator. (ASTM C 1028 Standard Cleaner)

o Materials Tested Comply With Specifications.

o Materials Tested Did Not Comply With Specifications.

o No Established Criteria for Acceptable Limits.

JP For Information Only.

Dry Neolite 48 48 47 48

2 46 47 47 47

3 48 47 47 47

Wet eolite / 43 42 43 42

2 42 43 42 41

3 41 42 41 41

Respectfully Submitted,

SMITH - EMERY LABORATORIES

G. Janeth Quintero, P.E.

Registered Civil Engineer No.: C 73066

Registration Expires: 12-31-22

dp:
CC: SMIIH /:M/:'IIY /.ABO/IATOR/ES: !'IU:' T/:'CH /NC.

47.25

41.92

(0.92)

(0.82)

0.9/

0.73
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ALL REPORTS ARE SUBMITTED AS THE CONFIDENTIAL PROPERTY OF CLIENTS. AUTHORIZATION FOR PUBLICATION OF OUR REPORT, CONCLUSIONS, OR EXTRACTS
FROM OR REGARDING THEM IS RE ERVED PENDING OUR WRITTEN APPROVAL AS A MUTUAL PROTECTION TO CLIENTS, THE PUBLIC AND OURSELVES.
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National Distribution 888-380-5575

PORCELAIN PAVERS

SLIP RESISTANCE I ASTM-C1028-07

SMITH-EMERY LABORATORIES
An/ndependenl Commercial Testing LaboratDlY

781 E. Washington Boulevard, Los Angeles, California 90021 • (213) 745-5333 • Fax (213) 741-8621

Project No.: 43208-1

Laboratory No.: T-21-030

May 27, 2021

CLIENT:

Subject:

Specification:

Source:

TILE TECH INC.

RONIE TABIBNIA

4730 E. 26th ST

VERNON CA 90058

12" x 12" x 3/4" Thick Travertine Tan Porcelain Tiles

ASTM C 1028-07

Submitted to Smith Emery Laboratories by Client on May 24,2021.

STATIC COEFFICIENT OF FRICTION (ASTM C 1028)

A block of wood with a 3" x 3" x 1/8" spctir)17 of standard ,"eolile sole liner aI/ached. was placed on the sUijace to be tested: on top of this
assembly, a 50 pound (22kg) weight was placed. Using dynamometer. the force in pounds required to cause the test assembly to slip parallel to
the test sUljace was measured. Four measuremel7lS were taken on each of three test sUijaces. each measurement perpendicular to the previous
one. The twelve measuremel7lS were averaged to obtain the coeffiCient ofFiction for each test condition.

A. As Received:

Test Tile

Condition No. N E S W

Dry Neolite I 48 48 47 47

2 50 50 50 50

3 48 47 48 47

Wet Neolite I 42 42 42 43

2 50 50 50 50

3 42 43 42 43

Average

48.33

44.92

Individual

Static

Coefficient

of Friction

I (fc)

(0.94)

(0.88)

S.C.O.F

After

Noelite

Correction

IFactor

0.93

0.79

B After Cleaning with Hillvards Renovator. (ASTM C 1028 Standard Cleaner)

o Materials Tested Comply With Specifications.

o Materials Tested Did Not Comply With Specifications.

o No Established CritCl'ia for Acceptable Limits.

RFor Information Only.

Dry Neolite I 48 47 48 47

2 50 50 50 50

3 48 47 47 48

Wet Neolite 42 41 42 43

2 50 50 50 50

3 42 41 42 42

Respectfully Submitted,

SMITH - EMERY LABORATORIES

G. Janeth Quintero, P.E.

Registered Civil Engineer No.: C 73066

Registration Expires: 12-31-22

dp::
cc. SMIIH I:.MIiJIY I.A BO/IATOIII/:S: TlU, 7FCH INC.

48.33

44.58

(0.94)

(0.87)

0.93

0.78

E:\PHYLABI2021 \43208-1 Tile Tech ASTM C293 Modified\Job 1\Report\T-21-030 Page 2 of 6

ALL REPORTS ARE SUBMITTED AS THE CONFIDENTIAL PROPERTY OF CLIENTS. AUTHORIZATION FOR PUBLICATION OF OUR REPORT, CONCLUSIONS, OR EXTRACTS
FROM OR REGARDING THEM IS RESERVED PENDING OUR WRITTEN APPROVAL AS A MUTUAL PROTECTION TO CLIENTS, THE PUBLIC AND OURSELVES.
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~TileTecli
V""""MFC .. P A V E R S Y S T EM ..

National Distribution 888-380-5575
PORCELAIN PAVERS

SLIP RESISTANCE I ASTM-C1028-07

Project 0.:

Laboratory 0.:

CUE T:

Subject:

Specification:

Source:

43208-1

T-21-030

TILE TECH INC.

RO IE TABIB IA

4730 E. 26th ST

VER 0 CA 90058

12" x 12" x 3/4" Thick Sea Shell Tan Porcelain Tiles

ASTM C 1028-07

Submitted to Smith Emery Laboratories by Client on May 24,2021.

May 27,2021

STATIC COEFFICIENT OF FRICTION (ASTM C 1028)

A block o.fwood with a 3" x 3" x 1/8" section of standard neolite sale liner atlached. was placed on the sUl:JClce to be tested; on top of this
asselllbly. a 50 pound (22kg) weight was placed. Using dynalllollleter. the force in pounds required to cause the test asselllb~y to slip parallel to
the test sUI/ace was lIIeasured. Four lIIeasurelllents were taken on each of three test sUI/aces. each lIIeasurelllent perpendicular to the previous
one. The /lVelve lIIeasurelllents were averaged to obtain the coefficient ofFiction for each test condition.

A. As Received:

Test Tile

Condition No. E S W

Dry Neolite I 48 49 48 48

2 48 49 49 49

3 49 49 48 49

Wet Neolite I 42 42 42 43

2 42 43 43 42

3 42 42 43 42

Average

48.58

42.33

Individual

Static

Coefficient

of Friction

I (fc)

(0.95)

(0.83)

S.C.O.F

After

Noe/ite

Correction

IFactor

0.94

0.74

B After Cleaning with Hitlvards Renovator. (ASTM C 1028 Standard Cleaner)

o Materials Tested Comply With Specifications.

o 1aterials Tested Did Not Comply With Specifications.

gNo Established Criteria for Acceptable Limits.

JP For Information Only.

Dry Neolite I 47 47 47 48

2 48 48 48 47

3 48 48 47 47

Wet Neolite I 41 42 41 42

2 43 43 42 43

3 43 44 43 42

Respectfully Submitted,

SMITH - EMERY LABORATORIES

G. Janeth Quintero, P.E.

Registered Civil Engineer 0.: C 73066

Registration Expires: 12-31-22

dp=
cc: SMtTH t,MUIY LAHOIlATOlltJ-:S: nl.l: n:CH tNC

47.50

42.42

(0.93)

(0.83)

0.92

0.74

E:\PHYLAB\2021 \43208-1 Tile Tech ASTM C293 Modified\Job 1\Report\T-21-030 Page 3 of 6

ALL REPORTS ARE SUBMITTED AS THE CONFIDENTIAL PROPERTY OF CLIENTS. AUTHORIZATION FOR PUBLICATION OF OUR REPORT, CONCLUSIONS, OR EXTRACTS
FROM OR REGARDING THEM is RESERVED PENDING OUR WRITTEN APPROVAL AS A MUTUAL PROTECTiON TO CLIENTS, THE PUBLIC AND OURSELVES.
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~T-AP-~-~~-R--~-!7-~-E~-...~
National Distribution 888·380·5575

PORCELAIN PAVERS

SLIP RESISTANCE I ASTM·C1 028·07

Project 0.:

Laboratory 0.:

CLIENT:

Subject:

Specification:

Source:

43208-1

T-21-030

TILE TECH INC.

RONIE TABIBNIA

4730 E. 26th ST

VERNO CA 90058

12" x 12" x 3/4" Thick Rustic Oak Porcelain Tiles

ASTM C 1028-07

Submitted to Smith Emery Laboratories by Client on May 24, 2021.

May 27, 2021

STATIC COEFFICIENT OF FRICTION (ASTM C 1028)

A block of wood wilh a 3" x 3" x 1/8" seclion of slandard neolile sale liner attached, \lias placed on the sUI/ace to be tested; on top of Ihis
assembly, a 50 pound (22kg) weight was placed. Using dynamometer, Ihe force in pounds required to cause Ihe lest a semb/y 10 slip parallel 10

the test sUI/ace \lias measured, Four measurements were wken on each of three test sw/aces, each measurement perpendicular 10 the previous
one. The l1\Ielve measurements were averaged to obwinlhe coefficient ofFiction for each test condition.

A. As Received:

Test Tile

Condition No. N E S W

Dry Neolite I 50 50 50 50

2 50 50 50 50

3 50 50 50 50

Wet eolite I 44 44 45 44

2 46 47 46 46

3 45 45 45 46

Average

50.00

45.25

Individual

Static

Coefficient

of Friction

I (fc)

(0.98)

(0.88)

S.C.O.F

After

Noelite
Correction

IFactor

0.97

0.79

B After Cleaning with Hillvards Renovator. (ASTM C 1028 Slandard Cleaner)

o Materials Tested Comply With Specifications.

o Materials Tested Did Tot Comply With Specifications.

o No Established C.·iteria for Acceptable Limits.

J{Fol'lnformation Only.

Dry Neolite I 48 49 48 50

2 50 50 50 50

3 49 49 49 50

Wet eolite J 44 45 44 44

2 46 46 47 46

3 44 44 45 44

Respectfully Submitted,

SMITH - EMERY LABORATORIES

G. Janeth Quintero, P.E.

Registered Civil Engineer No.: C 73066

Registration Expires: 12-31-22

dp:.
cc: SMITH I:MUIY I.AROIIATORWS: m.1:' TECH INC.

49.33

44.92

(0.96)

(0.88)

0.95

0.79

E:IPHYLAB\2021143208-1 Tile Tech ASTM C293 Modified\.Job IIReportIT-21-030 Page 4 of6

ALL REPORTS ARE SUBMITTED AS THE CONFIDENTIAL PROPERTY OF CLIENTS. AUTHORIZATION FOR PUBLICATION OF OUR REPORT, CONCLUSIONS, OR EXTRACTS
FROM OR REGARDING THEM IS RESERVED PENDING OUR WRITTEN APPROVAL AS A MUTUAL PROTECTION TO CLIENTS, THE PUBLIC AND OURSELVES.
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~T-AP-~-~~-R--~-!7-~-E~-...~
National Distribution 888·380·5575

PORCELAIN PAVERS

SLIP RESISTANCE I ASTM·C1 028·07

Project 0.:

Laboratory 0.:

CLIENT:

Subject:

Specification:

Source:

43208-1

T-21-030

TILE TECH INC.

RONIE TABIBNIA

4730 E. 26th ST

VER ON CA 90058

12" x 12" x 3/4" Thick Graystone Porcelain Tiles

ASTM C 1028-07

Submitted to Smith Emery Laboratories by Client on May 24, 202 I.

May 27,2021

STATIC COEFFICIENT OF FRICTION (ASTM C 1028)

A block of wood with a 3" x 3" x 1/8" section a/standard neolite sale finer allached. was placed on the sU/jace to be tested: on top oflhis
asselllbly. a 50 pound (22kg) weighl was placed. Using dynalllollleler. Ihe force in pounds required to cause the lest asselllbly 10 slip parallel to
Ihe lest sU/jace was lIIeasured. Four lIIeasurelllel1lS were lCIken on each of Ihree lesl surftlces. each lIIeasurelllenL perpendicular to Ihe previous
one. The twelve lIIeasurelllenls were averaged 10 obtail1lhe coefJiciem ofFiclionfor each lest condilion.

A. As Received:

Test Tile

Condition No. N E S W

Dry Neolite 1 50 50 50 50

2 50 50 50 50

3 50 50 50 50

Wet eolite 1 46 45 46 45

2 46 45 45 46

3 45 46 45 46

Average

50.00

45.50

Individual

Static

Coefficient

of Friction

I (fc)

(0.98)

(0.89)

S.C.O.F

After

Noelite

Correction

!Factor

0.97

0.80

B After Cleaning with Hillvards Renovator. (ASTM C 1028 Standard Cleaner)

o Materials Tested Comply With Specifications.

o Materials Tested Did Not Comply With Specifications.

o No Established Criteria for Acceptable Limits.

12/ For Information Only.

Dry Neolite 1 50 50 50 50

2 50 50 50 50

3 50 50 50 50

Wet eolite 1 45 46 46 45

2 46 45 45 46

3 45 46 45 45

Respectfully Submitted,

SMITH - EMERY LABORATORIES

G. Janeth Quintero, P.E.

Registered Civil Engineer 0.: C 73066

Registration Expires: 12-31-22

dp=
cc: SMITH £MI:"lIY I.ARO/lATOJlth·S: TIlY TH"H tNC

50.00

45.42

((J.98)

(0.89)

0.97

0.80

E:\PHYLAB\2021 \43208-1 Tile Tech ASTM C293 Modified\Job 1\Report\T-21-030 Page 5 of 6

ALL REPORTS ARE SUBMITTED AS THE CONFIDENTIAL PROPERTY OF CLIENTS. AUTHORIZATION FOR PUBLICATION OF OUR REPORT, CONCLUSIONS, OR EXTRACTS
FROM OR REGARDING THEM IS RESERVED PENDfNG OUR WRITTE APPROVAL AS A MUTUAL PROTECTION TO CLIENTS, THE PUBLIC AND OURSELVES.
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~TileTecli
V""""MFC .. P A V E R S Y S T EM ..

National Distribution 888-380-5575
PORCELAIN PAVERS

SLIP RESISTANCE I ASTM-C1028-07

SMITH-EMERY LABORATORIES
An Independent Commercial Testing LabomtolY

781 E. Washington Boulevard, Los Angeles, California 90021 • (213) 745-5333 • Fax (213) 741-8621

Project 0.:

Laboratory 0.:

CUE T:

Subject:

Specification:

Source:

43208-1

T-21-030

TILE TECH I C.

RO IE TABIB fA

4730 E. 26th ST

VER 0 CA 90058

12" x 12" x 3/4" Thick Black Stone Porcelain Tiles

ASTM C 1028-07

Submitted to Smith Emery Laboratories by Client on May 24, 2021.

May 27,2021

STATIC COEFFICIENT OF FRICTION (ASTM C 1028)

A block of wood with a 3" x 3" x 1/8" section 0./ standard neolite sale liner aI/ached. was placed on the sUljc/ce to be tested; on top of this
assembly, a 50 pound (22kg) weight was placed. Using c~ynamometer, the force in pounds required to cause the test assemb~y to slip parallel to

the test sill/ace was measured, Four measurements were taken on each of three test sUI/aces, each measurement perpendicular to the previous
one, The nvelve measurements were averageclto obtain the coefficient offriction/or each test condition.

A. As Received:

Test Tile

Condition No. E S W

Dry Neolite / 47 46 47 46

2 46 46 47 46

3 47 46 46 47

Wet Neolite J 42 43 43 42

2 42 42 43 42

3 43 41 42 42

Average

46.42

42.25

Individual

Static

Coefficient

of Friction

I (fc)

(0.9/)

(0.82)

S.C.O.F

After

Noelite

Correction

IFactor

0.90

0.73

B After Cleaning with Hillval'ds Renovator. (ASTM C /028 Standard Cleaner)

o .1aterials Tested Comply With Specifications.

o Materials Tested Did Not Comply With Specifications,

o No Established Criteria for Acceptable Limits.

qlFor Information Only.

Dry Neolite J 47 47 46 47

2 46 47 46 47

3 47 47 47 46

Wet Neolite J 42 42 42 43

2 43 41 42 42

3 43 42 42 41

Respectfully Submitted,

SMITH - EMERY LABORATORIES

G. Janeth Quintero, P.E.

Registered Civil Engineer No.: C 73066

Registration Expires: 12-31-22

dp=
('(': SMITH t,Mt,RY LA80tlATO/lIFS: Til.!:' Tf:'('H tNC.

46.67

42.08

(0.91)

(0.82)

0.90

0.73

E:IPHYLABI2021143208-1 Tile Tech ASTM C293 ModifiedlJob IIReportIT-21-030 Page 6 of 6

ALL REPORTS ARE SUBMITTED AS THE ONFIDENTIAL PROPERTY OF CLIENTS, AUTHORJZATION FOR PUBLICATION OF OUR REPORT, CONCLUSIONS, OR EXTRACTS
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	Porcelain Pavers - Slip Resistance: PLANK Series
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