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SIZES

<< TileTiech CENERE - CEMENT

v
V'S

23/,"x 23"/, "
598 x 598 mm

15%4"x 47"
398 x 1,198 mm

Color & Shade Variation
[] v2

Light to moderate
variation in shade

. . & texture Our Cement Series of porcelain pavers features rugged elegance of cement and
concrete without the stains, scratches, and Efflorescence (crystalline deposit of
salts formed on the surface of fresh concrete) issues of actual concrete pavers.
Completely nonporous, they will not stain and require no sealing.

Installation Methods Technical Details

N

Weight 9.3 Ib/sq.ft.
’ THIN-SET Water Absorption 0.05%
RS INSTALLATION Static Load (Center) 1,800 Ibf
Slip Resistance R11 (DIN51130)
Frost Reistant Yes
’ SAND & GRAVEL BASE Solar Reflectance (SRI) 64
=720 INSTALLATION Rectified Yes
’ RAISED PEDESTAL : :
S INSTALLATION
Packaging (24 x 24) 60 pcs | 233 sq.ft. | 2,100 Ib / Pallet
Packaging (16 x 48) 48 pcs | 248 sq.ft. | 2,600 Ib / Pallet

’ LOW PEDESTAL

a2 INSTALLATION Full test reports and specification details available on our site.




